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SPECIFICATIONS

Lifting Capacities

Equipped with Long ArmTB135

G4K019E

61
7*

(1
36

0*
)

56
3*

(1
24

1*
)

57
7

(1
27

2)
68

6*
(1

51
2*

)

42
3

(9
32

)

55
0

(1
21

2)
84

8
(1

86
9)

53
0

(1
16

8)
80

1
(1

76
5)

14
56

*
(3

20
9*

)

52
8

(1
16

4)
79

2
(1

74
6)

15
26

(3
36

4)
14

99
*

(3
30

4*
)

81
9

(1
80

5)
15

78
(3

47
8)

24
80

*
(5

46
7*

)

m
5

.0
4

.0
3

.0
2

.0
1

.0
0

ft
.

(1
6

.4
)

(1
3

.1
)

(9
.8

)
(6

.6
)

(3
.3

)

m
f t

.
5

. 0
(1

6
.4

)

4
.0

(1
3

.1
)

3
.0

(9
.8

)

2
.0

(6
.6

)

1
.0

(3
.3

)

0
(0

)

–
1

.0
(–

3
.3

)

–
2

.0
(–

6
.6

)

–
3

.0
(–

9
.8

)

O
ve

r
F

ro
n

t
;

D
o

ze
r

B
la

d
e

U
p

U
n

it
s:

kg
(l

b
s.

)



175

SPECIFICATIONS

Lifting Capacities

Equipped with Long ArmTB135
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